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This strategic geographical location allows the company to supply a 
large range of locking devices, access control and fire security systems 
throughout France and Europe.

The company located in BERNOLSHEIM 
since 2003, employs about twenty people 
either sedentary or itinerant.

Subsidiaries in Europe contribute 
to the international distribution of 
the brand and ensure its position 
among the leaders in the sector.

THE COMPANY

Managed by Jacques WOLFF, SEWOSY is established in the 
East of France since may 2001.
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YOUR CONTACTS

GERMANY

NETHERLANDS

GERMANY - SWITZERLAND - AUSTRIA

THE NETHERLANDS

COMMERCIAL SITES

�  You would like an estimate, commercial information
      or an appointment

Karl KAPELLER        
D-72469 MEßSTETTEN   Tel. : +49 (0)7431/134-898    Fax : +49 (0)7431/134-899     ckapeller@sewosy.com

Julien SCHOETTEL    F-67170 BERNOLSHEIM  Tel. : +33 (0)6 60 88 79 08    Fax : +33 (0)3 88 59 32 19    jschoettel@sewosy.com

WEST / SOUTH WEST

PARIS / IDF / NORTH

EAST / CENTER / SOUTH

OVERSEAS TERRITORIES

EXPORT

Mobile :

• KEY ACCOUNTS
• GREECE-PORTUGAL
    ITALY-CZECH REPUBLIC
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� +33 (0)3.88.59.32.20

      +33 (0)6.89.10.78.11
 +33 (0)3.88.59.32.19Carine MARBACH

� +33 (0)3.90.29.10.47  +33 (0)3.88.59.32.19

crossdeutsch@sewosy.com

Céline ROSSDEUTSCH

nriehl@sewosy.com

� +33 (0)3.88.59.32.11  +33 (0)3.88.59.32.19

� +33 (0)3.88.51.98.76  +33 (0)3.88.59.32.19

jbury@sewosy.com

Nicole RIEHL

Jean BURY

cmarbach@sewosy.com

�  CUSTOMER SERVICE

In order for us to register your orders, please send them either by POST, EMAIL or FAX:

                         
 2 rue du Sable - F 67170 BERNOLSHEIM
 

Orders arriving  BEFORE 10am  will be sent the same day subject to availability.

Prior to the opening of an account, payment may be made with the order.
The minimum per order is 100,00 € exclusive of tax.
Orders above 750,00 € are delivered free of charge in France.

Our terms and sales conditions are detailed at the end of the catalogue.

YOUR CONTACTS

�  SALES MANAGEMENT

�  CUSTOMER ACCOUTING

�  PRODUCT MANAGEMENT
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CPREG™

VELMAG™

Registered Trademarks

All our products are CE approved
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• symmetrical electric strike

• adjustable strike body

• adjustable latch (3 mm)
   and reduced aperture offset

• holding force : 500 DaN

• Immediate unlocking under load up to 20 DaN on
   latch when powered with AC

• Steel screws

• Over 300,000 opening cycles guaranteed
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Main features

ROUREGTM electric strikeusual electric strike

The ROUREGTM ELECTRIC STRIKES are a SEWOSY exclusivity

� REDUCED APERTURE OFFSET

� ADJUSTABLE LATCH
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One of the main features of the ROUREGTM  ELECTRIC STRIKES is the REDUCED APERTURE OFFSET of the latch, which 

needs less space, because it turns on its own axle. This avoids the lateral latch cut-out, which is necessary for usual electric 

strikes. 

Another significant advantage of the ROUREGTM  ELECTRIC STRIKES is the ADJUSTABILITY of the latch.

We propose a complementary adapter allowing the adaptation to various configurations :
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ACCESSORY FOR ROUREG™ ELECTRIC STRIKES

SEL001 LATCH for ROUREG electric strike

ELECTRIC LOCKSELECTRIC LOCKS
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This additional adapter allows the adaptation to various configurations :

ADDITIONAL ACCESSORY FOR LATCH ADJUSTABILITY 

AVAILABLE
2. QUARTER

 2008
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LONG REVERSIBLE FACE PLATES 201 and 202

SEF201 FACE PLATE 201  -  250 mm
stainless steel

SHORT REVERSIBLE FACE PLATES 301

FACE PLATES FOR ROUREG™ELECTRIC STRIKES

LONG FACE PLATE WITH LATCH GUIDE

SEF401DG FACE PLATE 401  -  245 mm with latch guide
stainless steel

DIN RIGHTDIN LEFT

SEF401DD FACE PLATE 401  -  245 mm with latch guide
stainless steel

SEF202 FACE PLATE 202  -  250 mm
stainless steel SEF301 FACE PLATE 301  -  110 mm

stainless steel

ELECTRIC LOCKSELECTRIC LOCKS
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 STAINLESS
STEEL

AVAILABLE
2. QUARTER

 2008

AVAILABLE
2. QUARTER

 2008
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LONG ANGLED FACE PLATES ALR 1 (DIN RIGHT)  -  ALL 1 (DIN LEFT)

SEF 10049 ANGLED FACE PLATE ALR 1  -  250 mm
enamelled metal : brown

SEF 10069 ANGLED FACE PLATE ALL 1  -  250 mm
enamelled metal : brown

LONG ANGLED FACE PLATES ALR 2 (DIN RIGHT)  -  ALL 2 (DIN LEFT)

SEF 10053 ANGLED FACE PLATE ALR 2 (with radius 10) - 250 mm 
enamelled metal : brown SEF 10073 ANGLED FACE PLATE ALL 2 (with radius 10) - 250 mm  

enamelled metal : brown

SEF 10009 FACE PLATE ACRE 1  -  172 mm
enamelled metal : brown

SHORT REVERSIBLE ANGLED FACE PLATES ACRE 1  -  ACRE 2

SEF 10013 FACE PLATE ACRE 2 (with radius 10)  -  172 mm
enamelled metal : brown
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1000 
DaN

• holding force of 1000 DaN
   (full steel manufactured)

• symmetrical electric strike 
   (suitable for both left and right DIN doors)

• VERTICAL or HORIZONTAL mounting

• without residual magnetism

• stainless steel cover

The SEWOSY FT series security electric strikes are the ideal solution : 

 - to protect sensitive sites

 - to equip fire-doors

CERTIFICATION : MPA N° P -120002459

for fire and smoke doors
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FT SECURITY ELECTRIC STRIKE - standard size
with 4 mm adjustable latch

EFT---RACT2- FT ELECTRIC STRIKE 6-12 V

EFT-C-RACT2- FT ELECTRIC STRIKE 6-12 V with bolt switch contact (C option)

EFT---RACT9- FT ELECTRIC STRIKE 12-24 V

EFT-C-RACT9- FT ELECTRIC STRIKE 12-24 V with bolt switch contact (C option)

EFT---RACTA- FT ELECTRIC STRIKE 24-48 V

EFT-C-RACTA- FT ELECTRIC STRIKE 24-48 V with bolt switch contact (C option)

FT SECURITY ELECTRIC STRIKE - STANDARD SIZE

• FAIL SECURE (power to open)

DIMENSIONS  H x L x D : 69 x 20,5 x 28 mm

VOLTAGE CURRENT

DUAL VOLTAGE     6-12 V AC-DC
or  

                             12-24 V AC-DC
or

                             24-48 V AC-DC

6 V = 600 mA

12 V = 1100 mA

12 V = 300 mA

24 V = 600 mA

24 V = 100 mA
48 V = 200 mA

BREAK-IN RESISTANCE : 1000 DaN

WEIGHT : 0,2 kg

Melting point of the unlocking equipment greater than 1150°C

Monitoring contact :    
switching voltage up to 48 V

Guaranteed operation by dupplication of return springs

Immediate unlocking under load up to18 DaN with AC
                                                     and 5 DaN with DC

(respecting a tolerance of ± 15 % as regards the power supply voltage) 

CHARACTERISTICS

• 4 mm ADJUSTABLE LATCH (with reduced aperture offset)

• MONITORING CONTACT adjustable with latch (option C)

ELECTRIC LOCKSELECTRIC LOCKS
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switching current 5 A

SUITABLE FACE PLATES

Please refer to page 27
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EFT---FACT2 FT ELECTRIC STRIKE 6-12 V

EFT-C-FACT2 FT ELECTRIC STRIKE 6-12 V with bolt switch contact (C option)

EFT---FACT9 FT ELECTRIC STRIKE 12-24 V

EFT-C-FACT9 FT ELECTRIC STRIKE 12-24 V with bolt switch contact (C option)

EFT---FACTA FT ELECTRIC STRIKE 24-48 V

EFT-C-FACTA FT ELECTRIC STRIKE 24-48 V with bolt switch contact (C option)

DIMENSIONS  H x L x D : 69 x 20,5 x 28 mm

VOLTAGE CURRENT

DUAL VOLTAGE     6-12 V AC-DC
or  

                             12-24 V AC-DC
or

                             24-48 V AC-DC

6 V = 600 mA

12 V = 1100 mA

12 V = 300 mA

24 V = 600 mA

24 V = 100 mA
48 V = 200 mA

BREAK-IN RESISTANCE : 1000 DaN

WEIGHT : 0,2 kg

Melting point of the unlocking equipment greater than 1150°C

Monitoring contact :    
switching voltage up to 48 V

Guaranteed operation by dupplication of return springs

Immediate unlocking under load up to18 DaN with AC
                                                     and 5 DaN with DC

(respecting a tolerance of ± 15 % as regards the power supply voltage)

ELECTRIC LOCKSELECTRIC LOCKS
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FT SECURITY ELECTRIC STRIKE - standard size
without adjustable latch

FT SECURITY ELECTRIC STRIKE - STANDARD SIZE

• FAIL SECURE (power to open)

CHARACTERISTICS

• without  ADJUSTABLE LATCH

• MONITORING CONTACT adjustable with latch (option C)

SUITABLE FACE PLATES

Please refer to page 27

switching current 5 A
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EFT--GRACT2 FT ELECTRIC STRIKE 6-12 V

EFT-CGRACT2 FT ELECTRIC STRIKE 6-12 V with bolt switch contact (C option)

EFT--GRACT9 FT ELECTRIC STRIKE 12-24 V

EFT-CGRACT9 FT ELECTRIC STRIKE 12-24 V with bolt switch contact (C option)

EFT--GRACTA FT ELECTRIC STRIKE 24-48 V

EFT-CGRACTA FT ELECTRIC STRIKE 24-48 V with bolt switch contact (C option)

DIMENSIONS  H x L x D : 69 x 27,5 x 28 mm

VOLTAGE CURRENT

DUAL VOLTAGE     6-12 V AC-DC
or  

                             12-24 V AC-DC
or

                             24-48 V AC-DC

6 V = 600 mA

12 V = 1100 mA

12 V = 300 mA

24 V = 600 mA

24 V = 100 mA
48 V = 200 mA

BREAK-IN RESISTANCE : 1000 DaN

WEIGHT : 0,2 kg

Melting point of the unlocking equipment greater than 1150°C

Monitoring contact :    
switching voltage up to 48 V

Guaranteed operation by dupplication of return springs

Immediate unlocking under load up to18 DaN with AC
                                                     and 5 DaN with DC

(respecting a tolerance of ± 15 % as regards the power supply voltage)

• LATCH GUIDE
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FT SECURITY ELECTRIC STRIKE - standard size
with 4 mm adjustable latch and latch guide

FT SECURITY ELECTRIC STRIKE - STANDARD SIZE

• FAIL SECURE (power to open)

CHARACTERISTICS

• 4 mm ADJUSTABLE LATCH (with reduced aperture offset)

• MONITORING CONTACT adjustable with latch (option C)

SUITABLE FACE PLATES

Please refer to page 27

switching current 5 A
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EFTS--RACT2 FT ELECTRIC STRIKE 6-12 V

EFTS--RACT9 FT ELECTRIC STRIKE 12-24 V

EFTS--RACTA FT ELECTRIC STRIKE 24-48 V

DIMENSIONS  H x L x D : 60 x 20,5 x 28 mm

VOLTAGE CURRENT

DUAL VOLTAGE     6-12 V AC-DC
or  

                             12-24 V AC-DC
or

                             24-48 V AC-DC

6 VOLTS = 600 mA

12 VOLTS = 1100 mA

12 VOLTS = 300 mA

24 VOLTS = 600 mA

24 VOLTS = 100 mA
48 VOLTS = 200 mA

BREAK-IN RESISTANCE : 1000 DaN

WEIGHT : 0,2 kg

Melting point of the unlocking equipment greater than 1150°C

Guaranteed operation by dupplication of return springs

Immediate unlocking under load up to18 DaN with AC
                                                     and 5 DaN with DC

(respecting a tolerance of ± 15 % as regards the power supply voltage) 

ELECTRIC LOCKSELECTRIC LOCKS
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FT SECURITY ELECTRIC STRIKE - short profile
with 4 mm adjustable latch

FT SECURITY ELECTRIC STRIKE - SHORT PROFILE

• FAIL SECURE (power to open)

CHARACTERISTICS

• 4 mm ADJUSTABLE LATCH (with reduced aperture offset)

SUITABLE FACE PLATES

Please refer to page 27
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EFTS--FACT2 FT ELECTRIC STRIKE 6-12 V

EFTS--FACT9 FT ELECTRIC STRIKE 12-24 V

EFTS--FACTA FT ELECTRIC STRIKE 24-48 V

DIMENSIONS  H x L x D : 60 x 20,5 x 28 mm

VOLTAGE CURRENT

DUAL VOLTAGE     6-12 V AC-DC
or  

                             12-24 V AC-DC
or

                             24-48 V AC-DC

6 V = 600 mA

12 V = 1100 mA

12 V = 300 mA

24 V = 600 mA

24 V = 100 mA
48 V = 200 mA

BREAK-IN RESISTANCE : 1000 DaN

WEIGHT : 0,2 kg

Melting point of the unlocking equipment greater than 1150°C

Guaranteed operation by dupplication of return springs

Immediate unlocking under load up to18 DaN with AC
                                                     and 5 DaN with DC

(respecting a tolerance of ± 15 % as regards the power supply voltage) 

ELECTRIC LOCKSELECTRIC LOCKS
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FT SECURITY ELECTRIC STRIKE - short profile
without adjustable latch

FT SECURITY ELECTRIC STRIKE - SHORT PROFILE

• FAIL SECURE (power to open)

CHARACTERISTICS

SUITABLE FACE PLATES

Please refer to page 27

• without  ADJUSTABLE LATCH
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EFTS-GRACT2 FT ELECTRIC STRIKE 6-12 V

EFTS-GRACT9 FT ELECTRIC STRIKE 12-24 V

EFTS-GRACTA FT ELECTRIC STRIKE 24-48 V

DIMENSIONS  H x L x D : 60 x 27,5 x 28 mm

VOLTAGE CURRENT

DUAL VOLTAGE     6-12 V AC-DC
or  

                             12-24 V AC-DC
or

                             24-48 V AC-DC

6 V = 600 mA

12 V = 1100 mA

12 V = 300 mA

24 V = 600 mA

24 V = 100 mA
48 V = 200 mA

BREAK-IN RESISTANCE : 1000 DaN

WEIGHT : 0,2 kg

Melting point of the unlocking equipment greater than 1150°C

Guaranteed operation by dupplication of return springs

Immediate unlocking under load up to18 DaN with AC
                                                     and 5 DaN with DC

(respecting a tolerance of ± 15 % as regards the power supply voltage) 
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FT SECURITY ELECTRIC STRIKE - short profile
with 4 mm adjustable latch and latch guide

FT SECURITY ELECTRIC STRIKE - SHORT PROFILE

• FAIL SECURE (power to open)

CHARACTERISTICS

• 4 mm ADJUSTABLE LATCH (with reduced aperture offset)

SUITABLE FACE PLATES

Please refer to page 27

• LATCH GUIDE
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LONG REVERSIBLE FACE PLATES 201

SEF201 FACE PLATE 201  -  250 mm
stainless steel

SHORT REVERSIBLE FACE PLATES 301

FACE PLATES FOR FT SECURITY ELECTRIC STRIKES

SEF301 FACE PLATE 301  -  110 mm
stainless steel

 STAINLESS
 STEEL

F-67170 BERNOLSHEIM       Tél. : +33 (0)3.88.59.32.20       Fax : +33 (0)3.88.59.32.19     info@sewosy.com       www.sewosy.com
SEWOSY reserve the right to go ahead with any modifi cations of models or features or prices without forewarning



28

SEWOSY

S
ecu

rity
World System

s

®

400 
DaN

Specially designed for beeing integrated in wooden frames, metal 

or thermally insulated profiles, in association with glass doors.

Its keep is foreseen to «receive» directly 

the glass door.

Due to its clever manufacturing, 

the installation on swing doors is 

particularly well adapted.

Operating :

both «FAIL SECURE» or «FAIL SAFE» mode
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GDES400 FLUSH FITTING ELECTRIC STRIKE
for glass doors

GDES400 GDES400 ELECTRIC STRIKE  12-24 volts

GDES400 ELECTRIC STRIKE
for glass doors

• FAIL SECURE or FAIL SAFE mode

   (can be selected by reversing coil direction)

DIMENSIONS  H x L x D : 245 x 25 x 41 mm

VOLTAGE CURRENT

12 V DC
or 
24 V DC

 300 mA

150 mA

BREAK-IN RESISTANCE : 400 DaN

WEIGHT : 1,2 kg

PROTECTION INDEX : IP 42

GLASS THICKNESS : 8 - 12 mm

MONITORING FUNCTION :
«locked / unlocked»

integrated

CHARACTERISTICS

• adaptable on swing doors

• integrated monitoring function «locked / unlocked»

• aluminium release body, stainless steel face plate

• unlocking function by key

• DUAL VOLTAGE 12 - 24 V DC
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MOUNTING DIAGRAM

MOUNTING ON GLASS DOOR

MOUNTING ON DOUBLE ACTION DOOR

ELECTRIC LOCKSELECTRIC LOCKS

GDES400 ELECTRIC STRIKE
for glass doors

door frame

glass door

foresee a diagonally aperture
(with an angle of minimum 50°)

foresee a diagonally aperture
(with an angle of minimum 50°)
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The SEWOSY electric strikes of the «PANIC» series 
are convenient for all sort of anti-panic locks with 
crash bars.

They are delivered with box (PM or GM size) and 2 
screws cap covers (ABS), single attachment point.

• PM : small model  (27 mm depth)

• GM : large model  (38 mm depth)

• holding force : 700 DaN

• internal mechanism strengthened by Ø 5 mm latch fixation axle

   with 4 anchor points integrated in box

• steel screws

• corrosion-proofed to EN1670 class 4

• over 300,000 opening cycles guaranteed

according to model :

• door status sensor (door closed / open)

• lock status sensor «lock locked / unlocked»
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SEF10171

PANIC 1 PM ELECTRIC STRIKE

SE000186 PANIC 1 PM 12 V AC/DC

SE000189 PANIC 1 PM 12 V DC

SE000190 PANIC 1 PM 24 V DC

SE000204 PANIC 2 PM 12 V AC/DC

SE000205 PANIC 2 PM 24 V DC

PANIC 2 PM ELECTRIC STRIKE

PANIC PM ELECTRIC STRIKES  box : 27 mm depth

• Model 1 : FAIL SECURE (power to open)

• Model 2 : FAIL SECURE (power to open)

                   with memory (via internal contact)

• Model 3 : FAIL SAFE (power to lock)

DIMENSIONS  H x L x D : 160 x 45 x 27 mm

VOLTAGE CURRENT

12 V AC/DC 500 mA

12 V DC 200 mA

24 V DC 150 mA

CHARACTERISTICS

SE000207 PANIC 3 PM 12 V DC

SE000208 PANIC 3 PM 24 V DC

PANIC 3 PM ELECTRIC STRIKE

SEF10171

1 SPACER for PANIC PM electric strike
required for the installation under the metal 
base, so that the electric strike latch is on 
the same level than the panic-device latch. 
Adjustment up to 14 mm.

Recommandation :
do not use more than 7 spacers

PLASTIC PLATES (spacers)

OPTIONAL :
COMPLEMENTS
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SEF10171

SE000192 PANIC 1 CONTACT PM 12 V AC/DC

SE000195 PANIC 1 CONTACT PM 12 V DC

SE000196 PANIC 1 CONTACT PM 24 V DC

DIMENSIONS  H x L x D : 160 x 45 x 27 mm

VOLTAGE CURRENT

12 V AC/DC 500 mA

12 V DC 200 mA

24 V DC 150 mA

SE000213 PANIC 3 CONTACT PM 12 V DC

SE000214 PANIC 3 CONTACT PM 24 V DC

Intensity : 125 V AC / 1 A
30 V DC / 0,5 A

Operating speed : 1 to 500 mm/second (at pin plunger)

Operating frequency :
mechanical : 200 operations/min.

electrical : 30 operations/min.

Contact resistance : standard type : 30 mΩ max. (initial)

Operating temperature : -25 to + 65° C (with no icing)

Humidity : 85% RH max. (5° to 35° C)

Life expectancy :
mechanical : 300 000 operations/min.
electrical : 30 000 operations/min.

MICROSWITCH SPECIFICATIONS

MICROSWITCH

DOOR STATUS SENSOR

 (door closed/open)
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PANIC 1 PM CONTACT ELECTRIC STRIKE

PANIC PM CONTACT ELECTRIC STRIKES  box : 27 mm depth

• Model 1 : FAIL SECURE (power to open)

• Model 3 : FAIL SAFE (power to lock)

                   with microswitch (door status sensor)

CHARACTERISTICS

PANIC 3 PM CONTACT ELECTRIC STRIKE

SEF10171

1 SPACER for PANIC PM electric strike
required for the installation under the metal 
base, so that the electric strike latch is on 
the same level than the panic-device latch. 
Adjustment up to 14 mm.

Recommandation :
do not use more than 7 spacers

PLASTIC PLATES (spacers)

OPTIONAL :
COMPLEMENTS
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SEF10171

SE000203 PANIC 1   2 CONTACTS PM 12 V DC

SE000202 PANIC 1   2 CONTACTS PM 24 V DC

DIMENSIONS  H x L x D : 160 x 45 x 27 mm

VOLTAGE CURRENT

12 V DC 220 mA

24 V DC 150 mA

SE000221 PANIC 3   2 CONTACTS PM 12 V DC

SE000220 PANIC 3   2 CONTACTS PM 24 V DC

Intensity : 125 V AC / 1 A
30 V DC / 0,5 A 30 V DC / 0,5 A

Operating speed : 1 to 500 mm/second (at pin plunger) 1 to 500 mm/second (at pin plunger)

Operating frequency :
mechanical : 200 operations/min.

electrical : 30 operations/min.
mechanical : 200 operations/min.

electrical : 30 operations/min.

Contact resistance : standard type : 30 mΩ max. (initial) standard type : 30 mΩ max. (initial)

Operating temperature : -25 to + 65° C (with no icing) -25 to + 70° C (with no icing)

Humidity : 85% RH max. (5° to 35° C) 85% RH max. (5° to 35° C)

Life expectancy : (at rated OT value)
mechanical : 300 000 operations/min.
electrical : 30 000 operations/min.

mechanical : 300 000 operations/min.
electrical : 30 000 operations/min.

DIMENSIONS p 33 
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MICROSWITCH

DOOR STATUS SENSOR
 (door closed/open)

PANIC 1 PM 2 CONTACTS ELECTRIC STRIKE

PANIC PM 2 CONTACTS ELECTRIC STRIKES  box : 27 mm depth

• Model 1 : FAIL SECURE (power to open)

• Model 3 : FAIL SAFE (power to lock)

                   with 2 microswitches
                   (door and lock status sensors)

CHARACTERISTICS

PANIC 3 PM 2 CONTACTS ELECTRIC STRIKE

SEF10171

1 SPACER for PANIC PM electric strike
required for the installation under the metal 
base, so that the electric strike latch is on 
the same level than the panic-device latch. 
Adjustment up to 14 mm.

Recommandation :
do not use more than 7 spacers

PLASTIC PLATES (spacers)

OPTIONAL :
COMPLEMENTS

  SPECIFICATIONS                                            PRINCIPAL MICROSWITCH                         SECONDARY MICROSWITCH

LOCK STATUS SENSOR
 (lock locked/unlocked)
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SE000468 PANIC 1 GM 12 V AC/DC

SE000471 PANIC 1 GM 12 V DC

SE000472 PANIC 1 GM 24 V DC

SE000486 PANIC 2 GM 12 V DC

SE000487 PANIC 2 GM 24 V DC

DIMENSIONS  H x L x D : 160 x 45 x 38 mm

VOLTAGE CURRENT

12 V AC/DC 500 mA

12 V DC 200 mA

24 V DC 150 mA

SE000489 PANIC 3 GM 12 V DC

SE000490 PANIC 3 GM 24 V DC
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PANIC 1 GM ELECTRIC STRIKE

PANIC 2 GM ELECTRIC STRIKE

PANIC GM ELECTRIC STRIKES  box : 38 mm depth

• Model 1 : FAIL SECURE (power to open)

• Model 2 : FAIL SECURE (power to open)

                   with memory (via internal contact)

• Model 3 : FAIL SAFE (power to lock)

CHARACTERISTICS

PANIC 3 GM ELECTRIC STRIKE
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SE000474 PANIC 1 CONTACT GM 12 volts AC/DC

SE000477 PANIC 1 CONTACT GM 12 volts DC

SE000478 PANIC 1 CONTACT GM 24 volts DC

DIMENSIONS  H x L x D : 160 x 45 x 38 mm

VOLTAGE CURRENT

12 V AC/DC 500 mA

12 V DC 200 mA

24 V DC 150 mA

SE000495 PANIC 3 CONTACT GM 12 volts DC

SE000496 PANIC 3 CONTACT GM 24 volts DC

Intensity : 125 V AC / 1 A
30 V DC / 0,5 A

Operating speed : 1 to 500 mm/second (at pin plunger)

Operating frequency :
mechanical : 200 operations/min.

electrical : 30 operations/min.

Contact resistance : standard type : 30 mΩ max. (initial)

Operating temperature : -25 to + 65° C (with no icing)

Humidity : 85% RH max. (5° to 35° C)

Life expectancy :
300 000 opérations mécaniques
30 000 opérations électriques
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MICROSWITCH SPECIFICATIONS

MICROSWITCH

DOOR STATUS SENSOR

 (door closed/open)

PANIC 1 GM CONTACT ELECTRIC STRIKE

PANIC GM CONTACT ELECTRIC STRIKES  box : 38 mm depth

• Model 1 : FAIL SECURE (power to open)

• Model 3 : FAIL SAFE (power to lock)

                   with microswitch (door status sensor)

CHARACTERISTICS

PANIC 3 GM CONTACT ELECTRIC STRIKE
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SE000485 PANIC 1   2 CONTACTS GM 12 V DC

SE000484 PANIC 1   2 CONTACTS GM 24 V DC

DIMENSIONS  H x L x D : 160 x 45 x 38 mm

VOLTAGE CURRENT

12 V DC 220 mA

24 V DC 150 mA

SE000503 PANIC 3   2 CONTACTS GM 12 V DC

SE000502 PANIC 3   2 CONTACTS GM 24 V DC

Intensity : 125 V AC / 1 A
30 V DC / 0,5 A 30 V DC / 0,5 A

Operating speed : 1 to 500 mm/second (at pin plunger) 1 to 500 mm/second (at pin plunger)

Operating frequency :
mechanical : 200 operations/min.

electrical : 30 operations/min.
mechanical : 200 operations/min.

electrical : 30 operations/min.

Contact resistance : standard type : 30 mΩ max. (initial) standard type : 30 mΩ max. (initial)

Operating temperature : -25 to + 65° C (with no icing) -25 to + 70° C (with no icing)

Humidity : 85% RH max. (5° to 35° C) 85% RH max. (5° to 35° C)

Life expectancy : (at rated OT value)
mechanical : 300 000 operations/min.
electrical : 30 000 operations/min.

mechanical : 300 000 operations/min.
electrical : 30 000 operations/min.
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MICROSWITCH

DOOR STATUS SENSOR
 (door closed/open)

PANIC 1 GM 2 CONTACTS ELECTRIC STRIKE

PANIC GM 2 CONTACTS ELECTRIC STRIKES  box : 38 mm depth

• Model 1 : FAIL SECURE (power to open)

• Model 3 : FAIL SAFE (power to lock)

                   with 2 microswitches
                   (door and lock status sensors)

CHARACTERISTICS

PANIC 3 GM 2 CONTACTS ELECTRIC STRIKE

  SPECIFICATIONS                                            PRINCIPAL MICROSWITCH                         SECONDARY MICROSWITCH

LOCK STATUS SENSOR
 (lock locked/unlocked)
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MODEL 90

FOR HORIZONTAL LOCKS

MODEL 120

FOR VERTICAL LOCKS
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SURFACE MOUNT 
ELECTRIC STRIKE 90   DIN RIGHT

SE190/DR ELECTRIC STRIKE 190   12 V AC/DC fail secure

SE290/DR ELECTRIC STRIKE 290   12 V AC/DC fail secure + mechanical memory

SE390/DR ELECTRIC STRIKE 390   12 V DC fail safe

SURFACE MOUNT
ELECTRIC STRIKE 90

for HORIZONTAL LOCKS

DIMENSIONS  H x L x D : 90 x 52 x 31 mm

VOLTAGE CURRENT

12 V AC/DC
or 
12 V DC

700 mA

200 mA

BREAK-IN RESISTANCE : 400 DaN

WEIGHT : 0,28 kg

CHARACTERISTICS

SE190/DL ELECTRIC STRIKE 190   12 V AC/DC fail secure

SE290/DL ELECTRIC STRIKE 290   12 V AC/DC fail secure + mechanical memory

SE390/DL ELECTRIC STRIKE 390   12 V DC fail safe

MODEL 90

DIN RIGHT

MODEL 90

DIN LEFT

ELECTRIC LOCKSELECTRIC LOCKS
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SURFACE MOUNT 
ELECTRIC STRIKE 90   DIN LEFT
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SE1120/DR ELECTRIC STRIKE 1120   12 V AC/DC fail secure

SE2120/DR ELECTRIC STRIKE 2120   12 V AC/DC fail secure + mechanical memory

SE3120/DR ELECTRIC STRIKE 3120   12 V DC fail safe

SE1120/DL ELECTRIC STRIKE 1120   12 V AC/DC fail secure

SE2120/DL ELECTRIC STRIKE 2120   12 V AC/DC fail secure + mechanical memory

SE3120/DL ELECTRIC STRIKE 3120   12 V DC fail safe

DIMENSIONS  H x L x D : 120 x 52 x 31 mm

VOLTAGE CURRENT

12 V AC/DC
or 
12 V DC

700 mA

200 mA

BREAK-IN RESISTANCE : 400 DaN

WEIGHT : 0,36 kg

ELECTRIC LOCKSELECTRIC LOCKS
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SURFACE MOUNT 
ELECTRIC STRIKE 120   DIN RIGHT

SURFACE MOUNT
ELECTRIC STRIKE 120

for VERTICAL LOCKS

CHARACTERISTICS

MODEL 120

DIN RIGHT

MODEL 120

DIN LEFT

SURFACE MOUNT 
ELECTRIC STRIKE 120   DIN LEFT
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EF150ENC CA

EF300ENC CA

EF30035ENC CA

EF550ENC CA

SH1200
Due to their narrow style, they can be im-

plemented on swing or sliding doors. This 

range is also designed for perfect integra-

tion in narrow profiles (min. 36 mm).

The SEWOSY mortice electroma-
gnetic locks are ideal for numerous 
applications.

• extremely reliable
• without residual magnetism
• easy fitting
• E-PLATES technology
• low consumption
• built-in protective devices

• high security : 
   2600 lbs holding force 
• narrow style : 30 mm
• built-in protective devices
• integrated cable : length = 3 m
• bi-colour led for locking status

STAINLESS STEEL BOX

SHEARLOCKFOR NARROW PROFILES
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300
lbs

600
lbs

600
lbs

1200   
lbs

2600   
lbs

Maximal theoretical holding forces for implementations respecting optimal installation conditions.
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MORTICE ELECTROMAGNETIC LOCK 300 lbs

DIMENSIONS ELECTROMAGNET   L x H X D : 174 x 32 x 26 mm

DIMENSIONS ARMATURE PLATE   L x H X D : 130 x 33 x 11 mm

POWER SUPPLY VOLTAGE CONSUMPTION

12 V DC
or 
24 V DC

480 mA

240 mA

HOLDING FORCE : 300 lbs

WEIGHT : 1,3 kg

PROTECTION INDEX : IP 42

BUILT-IN REED SENSOR : WITH or WITHOUT

CHARACTERISTICS

MORTICE ELECTROMAGNETIC LOCK 300 lbs

EF150ENC CA ELECTROMAGNETIC LOCK  300 lbs 12-24 V

EF150ENCCTC CA ELECTROMAGNETIC LOCK  300 lbs 12-24 V with Reed sensor

ELECTROMAGNETIC LOCK ARMATURE PLATE

SCREW TERMINAL

ELECTRIC LOCKSELECTRIC LOCKS
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Maximal theoretical holding force for implementations respecting optimal installation conditions.
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24
 volts

EF300ENC

EF300ENC CA

DIMENSIONS ELECTROMAGNET   L x H X D : 229 x 38 x 26 mm

DIMENSIONS ARMATURE PLATE   L x H X D : 180 x 38 x 11 mm

POWER SUPPLY VOLTAGE CONSUMPTION

12 V DC
or 
24 V DC

480 mA

240 mA

HOLDING FORCE : 600 lbs

WEIGHT : 1,5 kg

PROTECTION INDEX : IP 42

BUILT-IN REED SENSOR : WITH or WITHOUT

EF300ENC CA ELECTROMAGNETIC LOCK  600 lbs 12-24 V

EF300ENCCTC CA ELECTROMAGNETIC LOCK  600 lbs 12-24 V with Reed sensor

EF300ENC ELECTROMAGNETIC LOCK  600 lbs  24 V
24 V = with NF S 61937 APPROVAL  (LCPP  certificate n° 442/07)

removable mounting brackets

REMOVABLE MOUNTING BRACKETS

NF S 61937

NF

 APPROVAL

MODEL 24 V

CERTIFICATE
n° 442/07

ELECTRIC LOCKSELECTRIC LOCKS
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MORTICE ELECTROMAGNETIC LOCK 600 lbs

CHARACTERISTICS

MORTICE ELECTROMAGNETIC LOCK 600 lbs

ELECTROMAGNETIC LOCK

ARMATURE PLATE

SCREW TERMINAL

L DIMENSIONS

VERSION FOR FRANCE :

Maximal theoretical holding force for implementations respecting optimal installation conditions.
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EF30035ENC CA

EF30035ENC

DIMENSIONS ELECTROMAGNET   L x H X D : 195 x 35,5 x 27,5 mm
    (without mounting brackets)

DIMENSIONS ELECTROMAGNET   L x H X D : 227,6 x 35,5 x 27,5 mm
  (with mounting brackets)

DIMENSIONS ARMATURE PLATE   L x H X D : 180 x 38 x 11 mm

POWER SUPPLY VOLTAGE CONSUMPTION

12 V DC
or 
24 V DC

480 mA

240 mA

HOLDING FORCE : 600 lbs

WEIGHT : 1,5 kg

PROTECTION INDEX : IP 42

BUILT-IN REED SENSOR : WITH or WITHOUT

EF30035ENC CA
ELECTROMAGNETIC LOCK NARROW STYLE (35,5 mm) 
600 lbs 12-24 V   STANDARD mounting with brackets
                          or REAR ATTACHMENT (by special press screw)

EF30035ENCCTC CA
ELECTROMAGNETIC LOCK NARROW STYLE (35,5 mm)  with Reed sensor
600 lbs 12-24 V   STANDARD mounting with brackets
                          or REAR ATTACHMENT (by special press screw)

EF30035ENC ELECTROMAGNETIC LOCK NARROW STYLE (35,5 mm)   600 lbs  24 V
24 V = with NF S 61937 APPROVAL   

MOUNTING BRACKETS

REAR

MOUNTING

with supplied

special press screw 

STANDARD

MOUNTING

with 2 included

mounting brackets

2 MOUNTING VARIANTS
delivered with 2 

press screw sizes

L DIMENSIONS

ELECTRIC LOCKSELECTRIC LOCKS
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NF S 61937

NF

 APPROVAL

MODEL 24 V

MORTICE ELECTROMAGNETIC LOCK 600 lbs
NARROW STYLE ( for narrow profiles minimum 36 mm)

CHARACTERISTICS

MORTICE ELECTROMAGNETIC LOCK 600 lbs
narrow style

ELECTROMAGNETIC
 LOCK

ARMATURE PLATE

SCREW TERMINAL

STAINLESS STEEL BOX

VERSION FOR FRANCE :

Maximal theoretical holding force for implementations respecting optimal installation conditions.
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DIMENSIONS ELECTROMAGNET   L x H X D : 190 x 61 x 38 mm

DIMENSIONS ARMATURE PLATE   L x H X D : 185 x 61 x 16,5 mm

POWER SUPPLY VOLTAGE CONSUMPTION

12 V DC
or 
24 V DC

480 mA

240 mA

HOLDING FORCE : 1200 lbs

WEIGHT : 4,1 kg

PROTECTION INDEX : IP 42

BUILT-IN REED SENSOR : WITH or WITHOUT
SPECIAL BENEFITS :

• faster assembly time,
• no additional drillings or attachment  
    screws required

EF550ENC CA ELECTROMAGNETIC LOCK  1200 lbs 12-24 V
REAR ATTACHMENT by special press screws (supplied)

EF550ENCCTC CA ELECTROMAGNETIC LOCK  1200 lbs 12-24 V with Reed sensor
REAR ATTACHMENT by special press screws (supplied)

MOUNTING
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MORTICE ELECTROMAGNETIC LOCK 1200 lbs

CHARACTERISTICS

ELECTROMAGNETIC LOCK

ARMATURE PLATE

SCREW TERMINAL

L DIMENSIONS

REAR

MOUNTING

in profile

with supplied

press screws 

MORTICE ELECTROMAGNETIC LOCK 1200 lbs

Maximal theoretical holding force for implementations respecting optimal installation conditions.
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DIMENSIONS ELECTROMAGNET   L x H X D : 163,5 x 30 x 25 mm

DIMENSIONS ARMATURE PLATE   L x H X D : 163,5 x 30 x 31 mm

POWER SUPPLY VOLTAGE CONSUMPTION

12 V DC
or 
24 V DC

350 mA

200 mA

CALL CURRENT:
 12 V = 1,6 A
 24 V = 1,1 A

HOLDING FORCE : 2600 lbs

WEIGHT : 1,4 kg

PROTECTION INDEX : IP 42

ADJUSTABLE RELOCKING TIME-OUT : 0 to 30 sec.

MOUNTING : HORIZONTAL

REED SENSOR
(monitoring function locked / unlocked)

INTEGRATED

SH1200 SHEARLOCK ELECTROMAGNETIC LOCK  2600 lbs 12-24 V
with integrated REED sensor and LED

VERY HIGH HOLDING FORCE (2600 lbs)
BY COMBINED ELECTROMAGNETIC AND 
MECHANIC LOCKING EFFECT.

MOUNTING :

- on single action door
- on double action door

L MOUNTING :
ONLY ON DOORS EQUIPPED WITH 
HYDRAULIC FLOOR DOOR CLOSER
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SHEARLOCK ELECTROMAGNETIC LOCK 2600 lbs

CHARACTERISTICS

ELECTROMAGNETIC LOCK

ARMATURE PLATE

L DIMENSIONS

SHEARLOCK ELECTROMAGNETIC LOCK 2600 lbs

Maximal theoretical holding force for implementations respecting optimal installation conditions.

2600 
lbs
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ACCESSORIES FOR SHEARLOCK
ELECTROMAGNETIC LOCK 2600 lbs

SURFACE MOUNTING BOX

SH1200BT
BOX for SH1200
(ATTENTION : boxes sold individually)
DIMENSIONS  L x H x D : 230 x 51 x 51 mm

U-MOUNTING SLEEVE

SH1200U U-MOUNTING SLEEVE for SH1200 (mounting on glass doors)

DIMENSIONS  L x H x D : 230 x 45 x 30 mm

SPACERS
SH1200 FP1 SPACER 1 mm for SH1200BT

SH1200 FP2 SPACER 2 mm for SH1200BT

SH1200 FP6 SPACER 6 mm for SH1200BT
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Maximal theoretical holding force for implementations respecting optimal installation conditions.
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EF300

EF550

EF150

A complete range of accessories is 
available, providing solutions for nume-
rous configurations : pushing, pulling, 
glass doors, etc ...
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The SEWOSY mortice electroma-
gnetic locks are ideal for numerous 
applications.

• extremely reliable
• without residual magnetism
• easy fitting
• E-PLATES technology
• low consumption
• built-in protective devices

Maximal theoretical holding forces for implementations respecting optimal installation conditions.

300
lbs

600
lbs

1200
lbs
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EF150

EF150-2

SURFACE ELECTROMAGNETIC LOCK 300 lbs

DIMENSIONS ELECTROMAGNET   L x H X D : 210 x 39,8 x 21 mm

DIMENSIONS ARMATURE PLATE   L x H X D : 130 x 33 x 11 mm

POWER SUPPLY VOLTAGE CONSUMPTION

12 V DC
or 
24 V DC

480 mA

240 mA

HOLDING FORCE : 300 lbs

WEIGHT : 1,1 kg

PROTECTION INDEX : IP 42

BUILT-IN REED SENSOR : WITH or WITHOUT

EF150 ELECTROMAGNETIC LOCK  300 lbs 12 V

EF150CTC ELECTROMAGNETIC LOCK  300 lbs 12-24 V  with Reed sensor and LED

EF150-2 DOUBLE ELECTROMAGNETIC LOCK  2 x 300 lbs 12 V

EF150-2CTC DOUBLE ELECTROMAGNETIC LOCK  2 x 300 lbs 12-24 V with Reed sensor and LED
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CHARACTERISTICS

SURFACE ELECTROMAGNETIC LOCK 300 lbs

ELECTROMAGNETIC LOCK ARMATURE PLATE

L DIMENSIONS

Maximal theoretical holding force for implementations respecting optimal installation conditions.
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ACCESSORIES FOR EF150 SERIES

L -MOUNTING BRACKET FOR PUSH-DOORS

EF150L L -MOUNTING BRACKET for EF150 / EF150-2 series surface EM locks

ADJUSTABLE Z AND L -MOUNTING BRACKETS FOR PULL-DOORS

EF150ZL ADJUSTABLE Z AND L -MOUNTING BRACKETS for EF150 / EF150-2 series surface EM locks

U -MOUNTING SLEEVE FOR GLASS DOORS

EF150U U -MOUNTING SLEEVE for glass doors (10-13 mm)  for EF150 / EF150-2 series surface EM locks

ATTENTION : TWO mounting accessories required for DOUBLE ELECTROMAGNETIC LOCKS
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EF300

EF300-2

24
 volts

DIMENSIONS ELECTROMAGNET   L x H X D : 250 x 48 x 25 mm

DIMENSIONS ARMATURE PLATE   L x H X D : 180 x 38 x 11 mm

POWER SUPPLY VOLTAGE CONSUMPTION

12 V DC
or 
24 V DC

480 mA

240 mA

HOLDING FORCE : 600 lbs

WEIGHT : 1,7 kg

PROTECTION INDEX : IP 42

BUILT-IN HALL SENSOR and LED : WITH or WITHOUT

EF300
ELECTROMAGNETIC LOCK  600 lbs 12-24 V

24 V = with NF S 61937 APPROVAL  (LCPP  certificate n° 351/02)

EF300CTC
ELECTROMAGNETIC LOCK  600 lbs 12-24 V with Hall sensor and LED

24 V = with NF S 61937 APPROVAL  (LCPP  certificate n° 351/02)

EF300-2
DOUBLE ELECTROMAGNETIC LOCK  2 x 600 lbs 12-24 V

24 V = with NF S 61937 APPROVAL  (LCPP  certificate n° 351/02)

EF300-2CTC
DOUBLE ELECTROMAGNETIC LOCK  2 x 600 lbs 12-24 V with Hall sensor and LED

24 V = with NF S 61937 APPROVAL  (LCPP  certificate n° 351/02)

REMOVAL PREVENTION DEVICE
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SURFACE ELECTROMAGNETIC LOCK 600 lbs

CHARACTERISTICS

SURFACE ELECTROMAGNETIC LOCK 600 lbs

ARMATURE PLATE

L DIMENSIONS

ELECTROMAGNETIC LOCK

NF S 61937

NF

 APPROVAL

MODEL 24 V

CERTIFICATE
n° 351/02

Maximal theoretical holding force for implementations respecting optimal installation conditions.
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EF300L ADJUSTABLE L -MOUNTING BRACKET for EF300 series surface EM locks

ADJUSTABLE Z -MOUNTING BRACKETS FOR PULL-DOORS

EF300/550Z ADJUSTABLE Z -MOUNTING BRACKETS for EF300 / 300-2 series surface EM locks

EF300L-2 ADJUSTABLE L -MOUNTING BRACKET for EF300-2 series surface EM locks

AVAILABLE
2. SEMESTER 2008
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KS ACCESSORIES FOR EF300 SERIES

ADJUSTABLE L -MOUNTING BRACKET FOR PUSH-DOORS

ATTENTION : TWO mounting accessories required for DOUBLE ELECTROMAGNETIC LOCKS

ADJUSTABLE L -MOUNTING BRACKET FOR DOUBLE ELECTROMAGNETIC LOCKS
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EF300U U -MOUNTING SLEEVE for glass doors (10-13 mm)  for EF300 / EF300-2 series surface EM locks

MOUNTING SET FOR ARMATURE PLATE

EF300SCP MOUNTING SET FOR ARMATURE PLATE from EF300 / EF300-2 series surface EM locks

COVER FOR PULL AND PUSH DOORS

EF300C ALUMINIUM COVER for L and Z mounting kits  -  supplied with plastic (PVC) caps

OPTIONAL :  

EF300C/AEC ALUMINIUM CAPS for EF300C cover (1 pair)

RIGHTLEFT

AVAILABLE
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GENERAL TERMS OF SALE 
 

1. GENERAL 
Sales relating to our supplies are governed by these general terms of sale 
subject to specific terms that could be specified in agreements and exclude 
any general terms that could appear in any of the client’s documents. 
Catalogues, instructions, leaflets, flyers and exhibited equipment are not firm 
offers to sell on our part. Indeed, we reserve the right to make any 
improvement and change thereto as we deem useful, without having to 
make such improvements and changes to previously supplied or currently 
ordered devices. 
The sale agreement is not completed until the client confirms the order. 
 

SEWOSY 

2. PACKAGING 
Our equipment, spare parts and other supplies are offered under standard 
packaging. Any request for special packaging shall be charged extra. Our 
packaging shall not be taken back 
 
3. ORDERS 
The net MINIMUM AMOUNT per ORDER is EUR 100.00 before taxes. 
Any order under that amount that be increased to that amount. 
We do not accept verbal orders. Orders are to be sent to us by mail or by 
fax, and cannot be cancelled without our formal agreement. In the event the 
client fails to perform its present duties  (instalment payment) or past duties 
(payment of previous orders) we reserve the right to suspend our deliveries 
and request immediate and full payment for work and supply performed and 
delivered. 
 
4. DELIVERIES 
The delivery dates specified in our order confirmations are given for 
information only. We decline any responsibility relating to delivery dates : 
a) In the event the payment terms have not been fulfilled by the client 
b) In the event the information to be supplied by the client does not reach 

us in time 
c) In the event of force majeure or unforeseen events such as lock outs, 

strikes, epidemics, war, requisition, fire, floods, tooling accident, 
rejection of important parts during the manufacturing process, transport 
interruptions or delays, or any other cause resulting in partial or total 
work interruption at our plants or our suppliers’. The equipment, spare 
parts are other supplies are delivered subject to availability and at the 
client’s cost. They travel  at the client’s risks and the client shall 
express any reserve with the carrier upon receipt of the parcels. 

 
5. PRICE, PAYMENT TERMS 
The prices specified in our price lists are not biding and may be changed 
without notice. 
The prices invoiced are the prices applicable at the time of the delivery. 
Such prices do not include carriage, travelling costs, taxes, collection, stamp 
duties. Regarding carriage costs, we grant CARRIAGE FREE  to border 
above EUR 750 before taxes, for single deliveries. Transport value 
insurance 4 for 1000 with a minimum payment amount set to EUR 5.5 for 
national activities. 
General payment terms are 30 days after the invoice date, for any client 
holding an account in our books. Such terms are negotiable and may give 
rise to payment discounts or increases for any time exceeding the general 
payment terms. 
Thus you will be granted a  
2 % discount for a payment cash upon order 
1 % discount for a payment within 8 DAYS 
However, a extra charge will be applied in the following cases : 
 
Payment at 30 days AFTER INVOICE DATE   0% 
Payment at 30 days END OF MONTH   1% 
Payment at 30 days on the 10TH OF THE FOLLOWING MONTH 1.5% 
Payment at 60 days AFTER INVOICE DATE   2% 
Payment at 60 days END OF MONTH   3% 
Payment at 60 days on the 10TH OF THE FOLLOWING MONTH 3.5% 
Payment at 90 days AFTER INVOICE DATE   4% 
Payment at 90 days END OF MONTH   4.5% 
Payment at 90 days on the 10TH OF THE FOLLOWING MONTH 5% 
 
Note : payments terms are negotiated upon opening the account 
 
 
 
 

In the event of late payments, outstanding amounts will bear interests at a 
rate of 12 % without this clause affecting the payability of the debt. 
All payments should be made on the required date, and this is a condition 
precedent of all further deliveries. 
First orders and orders under EUR 150 are delivered cash on delivery plus 5 
% for handling costs based on the net values of the goods. 
All costs incurred by our company for collecting, amicably or in court, 
payable amounts in principal, interests and costs, shall be paid by the client, 
which is bound hereto. 
 
6. RETURNED PRODUCTS 
Returned goods shall not be taken back without our prior consent. Their 
value shall not be credited to the buyer after deducting 20 % for handling 
and storage costs. 
Special items and equipment as well as standard items supplied more than a 
year ago cannot be exchanged or taken back. Any return should be made 
carriage free. 
 
7. RESERVATION OF TITLE 
Invoiced goods remain our property until the full payment of the 
corresponding claim and increases pertaining thereto, even if such goods 
can be incorporated in other furniture or property. If the goods cannot be 
recovered, because they are already incorporated in other furniture or 
property, the failing party shall authorise use to collect our invoices directly 
from the user. 
 
8. GUARANTEES 
Our equipment is guaranteed against any manufacturing defect for a period 
of 12 months as from their delivery. Our guarantees are strictly limited to our 
supplies and cannot exceed the prompt repair or replacement at our cost 
and at our workshops, of any spare part unused as a result of defects. We 
reserve the right to change the systems in order to fulfil the guarantee, or 
replace defective parts. Spare parts replaced free of charge remain our 
property. 
The guarantee shall not apply to replacements or repairs resulting from the 
normal wear of the devices, from deterioration, or accidents resulting from 
negligence, lack of supervision or the non-compliant maintenance or use of 
the devices. 
Failure to comply with connection schematics and instructions exempts us 
from this guarantee. The same applies should the buyer carry out, without 
enquiring with us, any dismantling or handling of the devices. 
We decline any civil liability resulting from direct or indirect consequences of 
the improper functioning of our equipment, whatever the reason therefore, 
even during the guarantee period. 
Repairs, modifications or replacements of parts during the guarantee period 
shall not result in extending the initial guarantee period. 
Except for the cases specified above, all other guarantees or compensation 
of any nature are excluded, and our client is and remains in all cases its own 
insurer, and shall not claim any clause or provision to the contrary. 
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9. TRAVELS – START UP 
Unless the parties agree otherwise, any travel to a work site whatever the 
reason therefore (failure assessment, repair, start up, etc.) shall be the 
subject of a written order sent to our company. Our work will be charged 
based on the fixed prices mentioned in our applicable price lists. 
Such fixed prices cover travel costs, accommodation, time spent, except for 
costly or important supplies, which will be charged separately. 
 
10. DISPUTES – 
Any dispute of any nature shall be brought before the courts of the registered 
address of SEWOSY, by formal agreement, notwithstanding any other 
jurisdictional  clause even in the event of several defendants or impleaders. 
Bills of exchange, promissory notes or accepted drafts do not exempt from, 
or result in cancelling the provisions of this jurisdiction clause  
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