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ACCESSORIES FOR UPS BATTERY BACKUPS

SNMP card

Catalogue number: T-50-910-400

SNMP InsightPower card is an interface between the UPS and the
computer network. The card makes it possible to obtain information
about the operating status of the device and execute control com-
mands remotely.

Users can easily control the operation of the device using their In-
ternet browser or tools based on SNMP, a popular network manage-
ment protocol.

The system is complemented by the InsightPowerClient software
compatible with the SNMP card. In the event of prolonged power
outage, the software automatically shuts down computers working
under Windows operating systems. A simpler software version called
SNMP ShutdownAgent is capable of working with a wide array of po-
pular system platforms.

Properties and functionalities:

« In-built SNMP agent and HTTP server for UPS monitoring

« Configuration through a terminal or via telnet

- Management of different user rights levels

- Firmware updating option

« UPS monitoring and control

» Recording events and parameters in the card's memory

» UPS starting, restarting and testing programme

» "Wake On LAN" feature for automatic PC start

» Sending e-mail messages and SNMP traps in the event of alarms

« Cooperation with the InsightPower Client software — the Windows platform

« Cooperation with the Shutdown Agent software for shutting down operating systems automatically (support for many leading
system platforms).
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Sensor of environmental conditions

Catalogue number: T-SO-910-401

The sensor of environmental conditions enables to monitor climatic
conditions in the cabinets:
- temperature P

- humidity ¢ . i

- door open fz | ﬁ
/ .

Ly lf

- enables to connect a smoke sensor

] L=]
All exceeded parameters are being registered in the computer system i {. /
and visualize on the local or remote computer through the Internet. /,-'
To connect the sensor with the computer a SNMP card is required (see ¥ (
page 67) ]I,"'r
A \»
The sensor connected to the SNMP card enables the remote monito- %

ring of the state of current parameters of the environment in the cabi-
net or the room, in which it was installed.

Values of parameters are available after connect by Internet browser.
In the same location, adjusting permissible values of parameters of the
environment is possible (temperature, humidity) and status of the re-
maining sensors (smoke, fire, flood, access) into the monitored room.
Exceeding of adjusted values, causes the activation of the alarm.
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SWITCHED POWER DISTRIBUTION UNIT

PDU-1

Catalogue number: T1Z-01-0004

Power distribution unit is equipped with 8 sockets. It is intended to
be used in 19" server cabinets. Unit is designed for 1U height enclo-
sure because of its small diameters. It is equipped with RJ45 socket
for Ethernet connection according to SNMP protocol. Thanks to no-
tification of SNMP traps, e-mails and sound signals, the service can
be alarmed about exceptional occurrences. Additionally the digital
pointer informing about power supply of connected servers is instal-
led in the front.

Power distribution unit is equipped with additional software which
lets for manual monitoring of particular ports power consumption, setting the alarm in case of crossing the inflicted states.

Additionally unit lets for controlling all supplying ports through web browser or attached software.

Basic parameters

Installing horizontal installed in rack 19"

Current meter digital true RMS

Power monitor meter, Web, SNMP, free bundle software

Remote power control Web, SNMP

Audible alarm 2 Phase, warning and overload

Event alert e-mail, trap SNMP, audible alarm =
P

Protection circuit breaker 16 A -]

Output 8socet IEC320 (13 %

Input IEC320 C20 attached power cord, 3 m 5
o

Communication o=
l_

Ethernet LED 1yellow LED wv
()]

Status LED 1green LED o
L

Power LED 8 green LED ;

Power monitor RJ45 8

Power measurement digital meter; range: 0-20 A a
I

Metering range resolution: 0.1 A; precision: +/-2%, +/-0.1A (]
I—

Operation and environment §
%)

Input voltage 230V

Frequency 50/60 Hz (full range)

Max. output current 16A

Temperature 0-40°C

Humidity 0-90%

Size 90x432x44 mm

Weight 3kg
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